




















Installation

Feed the pipes
through the sink
hole and place

the tap bodly.

Secure the tap
in place using
the fixing kit.

222777772

Position the
Boiling Water
Tank in a suitable
location. (See
Installation
Requirements).

IMPORTANT
Do not tamper
with the PRV as
this will affect the
performance of
your tap.

Fix the filter
mounting bracket
to the wall/surface.
Q Ensure easy
access, and that
the connecting
pipes from the

tap and
tank can reach.

\ Plumb the
domestic

pipework to

IMPORTANT .
Asinglecheck o )
valve on the cold
supply is required
as per IRN R150.

\\ the location,
splitting off
e \ % the cold
supply.

8 Need help? Give us a call on 0330 026 6273 and speak to one of our trained advisors.
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Filter In

Connect the
Electrical cable.
Push on the silicon
hose, trimming off
any excess. Slide
down the spring to
secure in place.

Installation
Connect the tap
connections to the
domestic water supplies.
i
Hot
Cold l 0 .

|

L

Connect the
Filter connections
to the Boiling

Water Tank.

Attach the
Filter Sump to the
Mounting Bracket.

Place a jug under the spout and
expel all air from the system. Check
connections for any leaks. Run off at

least 20 litres of water from the Boiling
Water Touch Control handle, resting the
system every 30 seconds.

Your Tap is now Ready for Use.

Need help? Give us a call on 0330 026 6273 and speak to one of our trained advisors.
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Operation

Touch Sensitive Ring:
Touch and Tap to select through
4 different temperature settings.

Temperature K \3

Setting Bars ‘ \ ~

Lit Bar Sequence Temperature Range Nominal Temperature
st - s I 1 1 1 75-80°C 80°C
2nd - 3 = ) 81-86°C 86°C
3rd- 3 3 mmm 87-92°C 92°C
4th - I 1 I 1 I 1 93-98°C 98°C
All - O O EE B Tank Locked/Cold Mode - Water stays unheated.
None - [ 1 [ 1 I 1 [ 1 Powered Off/Tank Unlocked - enter temp setting.

Start-Up/Change Temperature

Press and hold the Touch Sensitive | Tap the Touch Sensitive Ring to select

Ring for approx. 8 seconds until the your desired Temperature Setting.
display starts flashing. Once unlit, See the above tab_le for
the tank will be unlocked for heating. Temperature Settings.

The water will be at the set
temperature once the Temperature
Setting Bar stays lit.

The Temperature Setting Bar will flash
whilst the water is heating up.

10 Need help? Give us a call on 0330 026 6273 and speak to one of our trained advisors.




Operation

Optimum Temperatures
Nominal Suitable For
Temperature
80°C Green Tea
° Instant Coffee,
86°C Oolong Tea
° Oolong Tea,
92°C Brewing Coffee
Fi!terec_i Water 98°C Black Tea, Herbal Tea
illuminates
blue (Press . .
On/Off) Hot For Filtered/Boiling Water
o

N

Boiling Water
illuminates red
(Press and Hold)

W Set up the Boiling Water Tank

temperature (see pgl0).

General Cleaning

Your fitting has a high quality finish and should
be treated with care to preserve the visible
surfaces. All surfaces will wear if not cleaned
correctly, the only safe way to clean your
product is to wipe with a soft damp cloth.
Stains can be removed using washing up
liquid.

Press for Filtered Water or Press and
Hold for Boiling Water.

All bath cleaning powders and liquids will
damage the surface of your fitting, even the
non-scratch cleaners.

When switching
between the
Filtered or Boiling
Water functions,
there will be a slight
delay before water
starts flowing.

Note: Never use abrasive detergents or
disinfectants or those containing alcohol,
hydrochloric acid or phosphoric acid.

Need help? Give us a call on 0330 026 6273 and speak to one of our trained advisors. 1




Maintenance

Cleaning Outlet

IMPORTANT
Isolate the
water supply
before starting!

Remove the
aerator.

Using a
suitable
solution,
scrub and
wash
the aerator
until fully
de-scaled.
Rinse
thoroughly.

. Using the

A\ Maintenance
Key, flush water
through the tap
until it runs cold.

Re-connect and set up the Boiling
Water Tank on the maximum
temperature setting (see pglO).

Switch off the Boiling Water Tank
and unplug.

Put the
aerator
together
and screw
in place.

12 Need help? Give us a call on 0330 026 6273 and speak to one of our trained advisors.

To re-use, turn
on the Tank and
flush through at
least 5 litres on
the maximum
Boiling Water
setting to
sterilise.




Maintenance

Changing the Filter

é@ H )
o |

(\ Isolate the water supply

and draw off all \

.

Preparation for
Use

Turn on the water supply.
Follow the Preparation
for Use section to
re-prime the filter.

Place a small bowl! Dispose of the old Set up the Boiling
underneath the filter |filter and replace with Water Tank on the desired
sump and remove it. the new filter. temperature setting (see pgl0).

Need help? Give us a call on 0330 026 6273 and speak to one of our trained advisors. 13




Maintenance Schedule

We have included this maintenance schedule in order to help keep track of
when to replace your filter; which can be ordered using RAP FILT on the
Bristan website. Please ensure your plumber fills in the date of installation.

Date Installed/Replaced Date Due for Replacement

/ /

Notes

14 Need help? Give us a call on 0330 026 6273 and speak to one of our trained advisors.




Troubleshooting

Symptom

Cause

Remedy

No flow from the Boiling
Water Function

Boiling Water Tank is empty at
first switch-on.

Follow the Preparation for Use section.

Boiling Water Tank isn’'t
holding water.

Check connections for any leaks.
Contact Customer Services.

Boiling
Water Touch Control
flashing red.

Boiling Water has been
running for a long period

Frequent switching between cold and
boiling water over an extended period

This is a safety feature to prevent the tank

from over-heating. Power off and rest for

2 minutes before switching back on. If the

problem persists, please contact Customer
Services.

Water/Steam is spitting
from the spout.

Unit is boiling.

Press the Boiling Water Touch Control
handle and release the water.

Adjust the water temperature to a lower
setting - See Operation.

Check the aerator isn’t blocked.

Follow the Preparation for Use section to
remove any airlocks.

Water is not hot.

The Boiling Water Tank is
unplugged

Make sure the appliance is plugged in and
the display is lit.

Make sure the circuit breaker and fuse are
working correctly.

The Boiling Water Tank is not
switched on.

Water hasn’t finished heating up.

Ensure the Boiling Water Tank is plugged

in and that the Start-Up steps (pgl0) have

been followed. Wait until the Temperature
Setting Bar stays lit before use.

No heating option has been
selected/Boiling Water Tank is locked.

Ensure that all four lights are not lit on the
Boiling Water Tank. If they are, following the
Start-Up steps to unlock the tank.

Water is too hot.

The water temperature is set too high.

Set the water temperature to a
lower setting - See Operation.

Water is dripping
from the spout.

The Expansion Chamber isn’t
draining correctly.

Draw off 500ml of water to clear and prime
the system. Avoid drawing off less than
150ml per use.

Blocked spout.

See Maintenance Section to Clean Aerator.

Slow flow from the spout.

Water Filter needs changing.

Refer to the Maintenance Steps to change
the water filter. This must be changed every
6 months or it will invalidate the guarantee.

Water doesn’t flow
straight away.

As a safety feature, water is drawn into
the tank after each use to
prevent accidental scalding.
There will be a slight delay until the
instant hot water appears.

After a large volume of water has
been drawn off, there may be a
slightly longer delay in water
appearing from the Instant
Hot Water spout.

No water flowing.

Closed/Partially closed isolation valves.

Make sure isolation valves are fully open.

Flexible tails kinked/blocked.

Ensure pipes are not twisted or
kinked to restrict flow.

Boiling Water Tank may be blocked.

Contact Customer Services.

Need help? Give us a call on 0330 026 6273 and speak to one of our trained advisors. 15
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BRISTAN

e TAPS & SHOWERS

Bristan Group Ltd.

Birch Coppice Business Park
Dordon

Tamworth

Staffordshire

B781SG

Web: www.bristan.com
Email: enquire@bristan.com

A Masco Company

At Bristan, we want to make things as easy as possible for our customers. That's why we offer solid
guarantees on all our products, effective from the date of purchase, to give you peace of mind

To start your free guarantee simply scan the QR code and register your product

Alternatively visit www.bristan.com/register.

For any other queries, please call our Customer Service on 0330 026 6273 where our expert team of
advisors
will beable to offer you any help and advice

O S
1
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